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Maximum Sample Space Dimensions

SCM4 / 32T
Dilution Refrigerator Single 16 DIP Probe Units = mm [inch]

20.19
[.80 in]

10.16
[.400 in]

9.92
[.391 in]

4.79
[.189 in]

2.76
[.109 in]

Lakeshore-Type SS Coax (4x)
40 Ohm Impedance @10MHz

23.62 Ohm/m Conductor Resistance
173.9 pF/m Capacitance

Head Termination: BNC 1,2,3,4

BeCu Twisted Pair (16x)
32 Conductor

45 Ohm/conductor
Head Termination: 32-pin

MIL-C-26482

Cernox Thermometer

Ruthenium Oxide Thermometer
Calibration: 8mK

Single 16 Pin DIP
Rotating Sample Interface

Axial Wiring

50 Ohm Heater

1K pot area for mounting 
heat dissipating devices.

GORE coax (2x)
Head Termination:  SMA 1, 2 

GORE coax (2x) pigtails
wrapped here. 
Routed through SIP 
sleeve when in use.

Mixing Chamber Displacer Seal cover for displacer.

133.72
[5.265 in]

148.97
[5.865 in]

754.03
[29.686 in]

373.50
[14.705 in]

Cover over thermometry, heater, and aux leads. 
BeCU TP

25.00
[.984 in]

R12.50
[R.492 in]

R12.50
[R.492 in]

25.30
[.996 in]

Field Center
Dil Frig Tail

Field Center


