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Maximum Sample Space Dimensions

32T Superconducting Magnet
VTI Cylinder Rotator Probe

Units = mm [inch]

VTI Tail
Field Center

Gore Coax
Head Termination: SMA 1, 2

Lakeshore-Type SS Coax
40 Ohm Impedance @10MHz
23.62 Ohm/m Conductor Resistance
173.9 pF/m Capacitance
Head Termination: BNC 1,2,3,4

16 BeCu Twisted Pair
32 Ohm/conductor
Head Termination: 32-pin 
MIL-C-26482

Aux BeCu Twisted Pair
Head Termination: 19-pin MIL-C-26482
(typ. via banana jack off temp. contr. cable)

Cernox Thermometer
Calibration: 0.3 - 325K

Cylindrical
Rotating Sample Interface

Ruthenium Oxide Thermometer
Calibration: 1.4 - 40K

50 Ohm Heater

Wiring Loom and
Coax Channels

Field Center

n19.05
[n.750 in]

n26.92
[n1.060 in]

94.47
[3.719 in]

147.81
[5.819 in]

166.86
[6.569 in]

435.47
[17.144 in]

2.54
[.100 in]

For all Pairs

n27.50
[n1.083 in]

#2-56
Set Screws

Wiring Tie-Down Locations

19.03
[.749 in]


